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THIS PLAN HAS BEEN PREPARED TO COMPLY WITH THE PROVISIONS OF THE NPDES PERMIT NUMBER ILRIO, DESCRIPTION OF STABILIZATION PRACTICES DURING CONSTRUCTION:
5 ISSUED BY THE ILLINOIS ENVIRONWENTAL PROTECTION AGENCY FOR STORM WATER DISCHARGES FROM
CONSTRUCTION SITE ACTIVITIES. & g:m'@éo';’%uggg'g *";525 cg:TT ;ﬁg‘;&f&%‘f@%” ;J;’s”fﬁgi %;L-;fﬁﬁe %Eggggg ZgREIN (9) SEDIMENT COLLECTED DURING CONSTRUCTION OF THE VARIOUS TEMPORARY EROSION CONTROL SYSTEWS
. . SHALL BE DISPOSED OF ON THE SITE ON A REGULAR BASIS AS DIRECTED BY THE ENGINEER. THE COST OF
I CERTIFY UNDER PENALTY OF LAW THAT THIS DOCUMENT AND ALL ATTACHMENTS WERE PREPARED UNDER MY DESCRIBED ON THE PLANS AND DIRECTED BY THE ENGINEER), PARKING OF VEHICLES OR CONSTRUCTION THIS MAINTENAKCE SHALL BE INCLUDED IN THE UNIT BID PRICE FOR EARTH EXCAVATION FOR EROSION CONTROL.
DIRECTION OR SUPERVISION IN ACCORDANCE WITH A SYSTEM DESIGNED TO ASSURE THAT QUALIFIED PERSONNEL EQUIFHENT, STORAGE OF MATERIALS, OR OTHER CONSTRUCTION RELATED ACTIVITIES.
PROPERLY GATHERED AND EVALUATED THE INFORMATION SUBMITTED. BASED ON MY INQUIRY OF THE PERSON (%) THE TEMPORARY EROSION CONTROL SYSTEM SHALL BE REMOVED AS DIRECTED BY THE ENGINEER AFTER
2 OR PERSONS WHO MANAGE THE SYSTEM, OR THOSE PERSONS DIRECTLY RESPONSIBLE FOR GATHERING (@ WITHIN THE CONSTRUCTION LIMITS, AREAS WHICH MAY BE SUSCEFTIBLE TO EROSION AS DETERMINED USE IS HO LONGER NEEDED OR NO LONGER FUNCTIONING. THE COST OF THIS REMOVAL SHALL BE INCLUDED
= O, THE INFORMATION SUBMITTED IS, TO THE BEST FO MY KNOWLEDGE AND BELIEF, TRUE, BY THE ENGINEER SHALL REMAIN UNDISTURBED UNTIL FULL SCALE CONSTRUCTION IS UNDERWAY TO PREVENT IN THE UNIT BID PRICE FOR VARIOUS TEMPORARY EROSION CONTROL PAY ITEMS.
4 I AM AWARE THAT THERE ARE SIGNIFICANT PENALTIES FOR SUBMITTING FALSE UNNECESSARY SOIL EROSION.
o = E POSSIBILITY OF FINE AND IMPRISONMENT FOR KNOWING VIOLATIONS.
¢k 7 g/ ® E&% gogfcges SHALL BE TEMPORARILY SEEDED IT THEY ARE TO REMAIN UNUSED FOR MORE THAN DESCRIPTION OF STRUCTURAL PRACTICES AFTER FINAL GRADING: -
Bg-HE Laah L5 20
28052 1 TEMPORARY EROSION CONTROL SYSTEMS SHALL BE LEFT IN PLACE WITH PROPER MAINTENANCE UNTIL
§§§ 5; DATE . (o} AS CONSTRUCTION PROCEEDS, THE CONTRACTOR SHALL INSTITUTE THE FOLLOWING AS DIRECTED BY THE PERMANENT EROSION CONTROL IS IN PLACE AND WORKING PROPERLY AND ALL PROPOSED TURF AREAS
Ehitein ENGINEER: SEEDED AND ESTABLISHED.
Wil |
£1E | L PLACE TEMPORARY EROSION CONTROL FACILITIES AT LOCATIONS SHOWN ON THE PLANS. 2. ONCE PERMANENT EROSION CONTROL SYSTENS AS PROPOSED IN THE PLANS ARE FUNCTIONAL AND -
Sl ) ESTABLISHED, TEMPORARY ITEWS SHALL BE REMOVED, CLEANED UP, AND DISTURBED TURF RESEEDED.
glgs I TEMPORARILY SEED ERODABLE BARE EARTH ON A WEEKLY BASIS TO MINIMIZE THE AMOUNT OF
ERODABLE SURFACE AREA WITHIN THE CONTRACT LIMITS. MAINTENANCE AFTER CONSTRUCTION:
LEGEND I CONSTRUCT ROADSIDE DITCHES AND PROVIDE TEMPORARY EROSION CONTROL SYSTEWS. L CONSTRUCTION IS COMPLETE AFTER ACCEFTANCE BY LD.O.T. FINAL INSPECTION. WAINTENANCE UP TO THIS
DATE WILL BE BY THE CONTRACTOR.
O TENPORARY DITCH CHECK IV. TEMPORARILY DIVERT WATER AROUND PROPOSED CULVERT LOCATIONS.
A MISCELLANEQUS:
) enoson commaL sLamer V. BUILD NECESSARY EMBANKMENT AT CULVERT LOCATIONS AND THEN EXCAVATE AND PLACE CULVERT. kit
o PERINETER EROSION BARRIER - ST VL CONTINJE BUILDING UP THE EMBANKMENT TO THE PROPOSED GRADE WHILE AT THE SAME TIME, PLACING L TEMPORARY DITCH CHECKS SHALL BE LOCATED AT EVERY L5 FT. FALL/RISE IN DITCH GRADE
FILTER FENCE OR OTHER AS APPROVED PERMANENT EROSION CONTROL SUCH AS RIPRAP DITCH LINING AND CONDUCTING FIVAL SHAPING TO THE 2. TEMPORARY EROSION CONTROL SEEDING SHALL BE APPLED AT A RATE OF 100 LBS/ACRES.
BY THE ENGINEER g
3. STRAW BALES, HAY BALES, PERIMETER EROSION BARRIER AND SILT FENCES WILL BE PERMITTED FOR
(@ EXCAVATED AREAS AND EMBANKMENT SHALL BE PERMANENTLY SEEDED IMMEDIATELY AFTER FINAL GRADING.
NOTE: ALL ITEMS SHALL BE CONSTRUCTED AS SHOWN ON IF NOT, THEY SHALL BE TEMPORARILY SEEDED IF NO CONSTRUCTION ACTIVITY IN THE AREA IS PLANNED FOR TEMPORARY OR PERUANENT DITCH CHECKS. DITCH CHECKS MAY BE COUPOSED OF AGGREGATE, SILT PANELS,
STANDARD 280001 AND AS DIRECTED BY THE ENGINEER. SEVEN DAYS. ROLLED EXCELSIOR, URETHANE FOAM/GEOTEXTILE (SILT SEDGES), AND/OR ANY OTHER MATERIAL APPROVED BY
MAINTENANCE AND. CLEANING OF THE EROSION CONTROL THE EROSION AND SEDIMENT CONTROL COORDINATOR.
ITEMS SHALL BE INCLUDED IN THE RESPECTIVE EROSION () CONSTRUCTION EQUIPMENT SHALL BE STORED AND FUELED ONLY AT DESIGNED LOCATIONS. ALL NECESSARY
CONTROL PAY ITEM. MEASURES SHALL BE TAKEN TO CONTAIN ANY FUEL OR OTHER POLLUTANT TN AGCORDANCE. WITH EPA WATSR 4. SEDIMENT COLLECTED DURING CONSTRUCTION BY THE VARIOUS TEMPORARY EROSION CONTROL SYSTEMS
QUALITY REGULATIONS. LEAKING EQUIPHENT OR SUPPLIES SHALL BE IMMEDIATELY REPAIRED OR SHALL BY DISPOSED OF ON THE SITE ON A REGULAR BASIS, AS DIRECTED BY THE ENGINEER. THE COST OF
REWOVED FROM THE SITE. THIS AINTENANCE SHALL BE INCIDENTAL TO EARTH EXCAVATION (SPECIAL). S T O M
[ORM WATER
wot (f) THE RESIDENT ENGINEER SHALL INSPECT THE PROJECT DAILY DURING CONSTRUCTION ACTIVITIES. B AL EROSION CONTROL TRODUCTS FURNISHED SHALL BE SPECIFICALLY RECOMMEAOED DY THE MANUFACTURER : L
gade INSPECTION SHALL ALSO BE DONE WEEKLY AND AFTER RAINS OF ' INCH OR GREATER OR EQUIVALENT SNOWFALL PRODUAT. THE LONTRATTOR S b et 00”7'7’?:&5 EVOIEER A NOTARIYED CERTIETATION BY THE P @ LL '1 ]L O N\
Exng L AND DURING THE WINTER SHUTDOWN PERIOD. THE PROJECT SHALL ADDITIONALLY BE INSPECTED BY THE : RACTOR SHALL SUBMIT TO M ; L
. PRODUCER STATING THE INTENDED USE OF THE PRODUCT AND THAT THE PHYSICAL PROPERTIES
W CONSTRUCTION FIELD ENGINEER ON A BI-WEEKLY BASIS TO DETERMINE THAT EROSION CONTROL EFFORTS ARE by T
ey N PLAGE AND EFFECTIVE M 1o GRS EraGion ConTrny Lo e THAT ERS ED FOR THIS APPLICATION ARE MET OR EXCEEDED. THE CONTRACTOR SHALL PROVIDE ]P R VE \ T][ ON P LAN
pydy MANUFACTURER INSTALLATION PROCEDURES TO FACILITATE THE ENGINEER IN CONSTRUCTION INSPECTION. |
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